NMRA Recommended Practices TURNOUT
N Scale DIMENSIONS

Straight Switch Turnout

Revised: February 2015 | RP-12.35
Design and calculations by Van S. Fehr
(1) | FROG NUMBERS | 4 | 5 [ 6 | 7 | 8 | 9 | 10 | 112 | 12
PROPERTIES OF STRAIGHT SWITCHES
(2) | Switch Rail Length 1.110 1.104 1.119 1.677 1.740 1.749 1.843 2.301 2.325
(4) | Switch Heel Spread 0.062 0.062 0.062 0.062 0.062 0.062 0.062 0.062 0.062
(5) | Switch Heel Angle (deg.) 3.211 3.228 3.185 2.125 2.048 2.037 1.933 1.549 1.532
LEAD TO THEORETICAL POINT OF FROG
(8) | Lead | 2806 | 3475 | 3544 | 4634 | 5075 | 5394 | 5875 | 6.855 7.212
CLOSURE DISTANCE
(9) | Straight Rail Length 1.385 1.729 2.052 2.498 2.832 3.030 3.398 3.862 4.120
(10) | Curved Rail Length 1.413 1.751 2.071 2.514 2.846 3.043 3.410 3.872 4.130
(11) | Curved Rail Radius 7.333 | 12245 | 18704 | 23.823 | 31.944 | 40.333 | 51.524 | 60.672 | 73.038
GAGE LINE OFFSETS ON CURVED CLOSURE RAIL
(12) | 1st Point Y1 0.090 0.094 0.098 0.094 0.095 0.096 0.098 0.096 0.097
(13) | 1st Point X1 1.456 1.536 1.632 2.301 2.448 2.506 2.693 3.266 3.356
(14) | Mid-Point Y2 0.134 0.142 0.148 0.141 0.144 0.145 0.148 0.145 0.146
(15) | Mid-Point X2 1.802 1.968 2.145 2.926 3.156 3.264 3.542 4.232 4.386
(16) | 3rd Point Y3 0.195 0.205 0.212 0.206 0.209 0.207 0.211 0.210 0.210
(17) | 3rd Point X3 2.148 2.401 2.658 3.550 3.864 4.021 4.392 5.197 5.416
PROPERTIES OF FROGS
(18) | Frog Angle (deg.) 14.250 | 11.421 | 9527 8.171 7.153 6.360 5.725 5.205 4.772
(19) | Overall Length 0.674 0.767 0.860 1.029 1.122 1.365 1421 1.605 1.745
(20) | Toe Length 0.312 0.342 0.373 0.460 0.503 0.615 0.633 0.692 0.767
(21) | Heel Length 0.363 0.425 0.488 0.569 0.619 0.750 0.788 0.913 0.978
(22) | Toe Spread 0.077 0.068 0.062 0.066 0.063 0.068 0.063 0.063 0.064
(23) | Heel Spread 0.090 0.085 0.081 0.081 0.077 0.083 0.079 0.083 0.081
(35) | Wing Rail Extension 0.222 0.252 0.281 0.311 0.341 0.370 0.400 0.430 0.459
(36) | Wing Rail Flare Length 0.113 0.113 0.113 0.113 0.150 0.150 0.200 0.200 0.225
(37) | Wing Rail Flare Width 0.015 0.015 0.015 0.015 0.014 0.014 0.014 0.014 0.013
(38) | Wing Rail Bend Width 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
(39) | Wing Rail End Chamfer 0.022 0.022 0.022 0.022 0.022 0.022 0.022 0.022 0.022
POINT OF FROG TO INTERSECTION OF CENTERLINES
(24) | PFto ICL | 1412 | 1765 | 2118 | 2471 | 2824 | 3177 | 3530 | 3.883 4.236
DATA FOR CROSSOVERS: PF TO PF ON PARALLEL TRACKS
For Track Centers of: | 0.975 | (13 prototype feet)
(25) | Straight Track Dist. 1.015 1.296 1573 1.848 2.122 2.394 2.666 2.937 3.208
(26) | Crossover Track Dist. 1.137 1.394 1.655 1.918 2.182 2.448 2.714 2.981 3.248
For Track Center Increment of: | 0.075 | (1 prototype foot)
(28) | Straight Track Incr. 0.295 0.371 0.447 0.522 0.598 0.673 0.748 0.823 0.898
(29) | Crossover Track Incr. 0.305 0.379 0.453 0.528 0.602 0.677 0.752 0.827 0.902
GUARD RAILS
(30) | Parallel End Setback 0.050 0.053 0.056 0.059 0.063 0.066 0.069 0.072 0.075
(31) | Bevel Length 0.081 0.081 0.081 0.081 0.081 0.081 0.081 0.081 0.081
(32) | Flare Length 0.181 0.181 0.181 0.206 0.206 0.206 0.206 0.206 0.225
(33) | Overall Length 0.619 0.619 0.619 0.825 0.825 0.825 0.825 0.825 0.975
(34) | Parallel Length 0.256 0.256 0.256 0.413 0.413 0.413 0.413 0.413 0.525
(37) | Flare Width 0.012 0.012 0.012 0.012 0.012 0.012 0.012 0.012 0.012
(38) | Plane Width 0.007 0.007 0.007 0.006 0.006 0.006 0.006 0.006 0.006
(39) | End Chamfer 0.019 0.019 0.019 0.019 0.019 0.019 0.019 0.019 0.019
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(1) | FROG NUMBERS | 13 | 14 | 15 | 16 | 17 | 18 | 19 [ 20
PROPERTIES OF STRAIGHT SWITCHES
(2) | Switch Rail Length 2.365 2.410 3.193 3.201 3.230 3.261 3.311 3.364
(4) | Switch Heel Spread 0.062 0.062 0.062 0.062 0.062 0.062 0.062 0.062
(5) | Switch Heel Angle (deg.) 1.506 1.478 1.116 1.113 1.103 1.092 1.076 1.059
LEAD TO THEORETICAL POINT OF FROG
(8) | Lead | 759 | 7.986 9.431 9.800 10.158 10516 10.925 11.334
CLOSURE DISTANCE
(9) | Straight Rail Length 4.421 4.717 5.305 5.650 5.903 6.153 6.498 6.839
(10) | Curved Rail Length 4.430 4.725 5.312 5.657 5.910 6.159 6.504 6.845
(11) | Curved Rail Radius 87.546 103.626 | 112621 | 131.380 | 149.407 | 168858 | 192.183 | 217.256
GAGE LINE OFFSETS ON CURVED CLOSURE RAIL
(12) | 1st Point Y1 0.098 0.099 0.096 0.097 0.098 0.099 0.100 0.101
(13) | 1st Point X1 3.471 3.589 4.519 4.614 4.705 4.800 4.935 5.074
(14) | Mid-Point Y2 0.148 0.150 0.145 0.147 0.148 0.149 0.151 0.152
(15) | Mid-Point X2 4576 4.768 5.845 6.026 6.181 6.338 6.560 6.783
(16) | 3rd Point Y3 0.212 0.214 0.210 0.213 0.213 0.213 0.216 0.218
(17) | 3rd Point X3 5.681 5.947 7.171 7.439 7.657 7.876 8.184 8.493
PROPERTIES OF FROGS
(18) | Frog Angle (deg.) 4.405 4.091 3.818 3.580 3.369 3.182 3.015 2.864
(19) | Overall Length 1.885 2.025 2.103 2.243 2.383 2.523 2.602 2.681
(20) | Toe Length 0.813 0.859 0.934 0.949 1.025 1.101 1.116 1.131
(21) | Heel Length 1.072 1.166 1.169 1.294 1.358 1.422 1.486 1.550
(22) | Toe Spread 0.062 0.061 0.062 0.059 0.060 0.061 0.059 0.057
(23) | Heel Spread 0.082 0.083 0.078 0.081 0.080 0.079 0.078 0.077
(35) | Wing Rail Extension 0.509 0.559 0.589 0.650 0.680 0.709 0.759 0.809
(36) | Wing Rail Flare Length 0.293 0.332 0.346 0.388 0.402 0.415 0.454 0.494
(37) | Wing Rail Flare Width 0.013 0.013 0.013 0.013 0.013 0.013 0.013 0.013
(38) | Wing Rail Bend Width 0.013 0.013 0.013 0.013 0.013 0.013 0.013 0.013
(39) | Wing Rail End Chamfer 0.022 0.022 0.022 0.022 0.022 0.022 0.022 0.022
POINT OF FROG TO INTERSECTION OF CENTERLINES
(24) | PFto ICL | 45890 | 4942 | 5205 | 5648 6.001 6.354 6.707 7.060
DATA FOR CROSSOVERS: PF TO PF ON PARALLEL TRACKS

For Track Centers of: 0.975 (13 prototype feet)

(25) | Straight Track Dist. 3.478 3.749 4.019 4.289 4.559 4.828 5.098 5.368
(26) | Crossover Track Dist. 3.516 3.783 4.051 4.319 4587 4.856 5.124 5.392
For Track Center Increment of: 0.075 (1 prototype foot)
(28) | Straight Track Incr. 0.974 1.049 1.124 1.199 1.274 1.349 1.424 1.499
(29) | Crossover Track Incr. 0.976 1.051 1.126 1.201 1.276 1.351 1.426 1.501
GUARD RAILS
(30) | Parallel End Setback 0.078 0.081 0.084 0.088 0.091 0.094 0.097 0.100
(31) | Bevel Length 0.081 0.081 0.081 0.081 0.081 0.081 0.081 0.081
(32) | Flare Length 0.225 0.225 0.256 0.256 0.256 0.256 0.256 0.256
(33) | Overall Length 0.975 0.975 1.238 1.238 1.238 1.238 1.238 1.238
(34) | Parallel Length 0.525 0.525 0.725 0.725 0.725 0.725 0.725 0.725
(37) | Total Flare at End 0.012 0.012 0.012 0.012 0.012 0.012 0.012 0.012
(38) | Bevel Cut at End 0.006 0.006 0.006 0.006 0.006 0.006 0.006 0.006
(39) | End Chamfer 0.019 0.019 0.019 0.019 0.019 0.019 0.019 0.019
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